Deck Railing Installation Guide

[ STANDARD MOUNTING HARDWARE | [ OPTIONAL MOUNTING HARDWARE |

| peTal & | DETAL B

Top HANDRAIL | Tap |
| MOUNT | WALLMOUNT | | WOUNT |
SIDE
HANDRAIL HARDRAIL |
WIEW VERTICAL | | HORIZONTAL
SIVEL SWIVEL
| HaaunT | | | waluaunr |
& |
BarTom | IMDUSTRIAL
- ) BOTTOM
] | HOLNT | WALLMOUNT | | B ToM & |
STANDARD BREADLOAF OFTIONAL
DETAILS A&B M "
TOP RAIL SHDWH. 367%96” PAMELS SHOWN BaLLEAP ()
OPTIONAL 1 -3 = =
LI-CHANNEL TGP AN /OR 1
THIRD RAIL AVAILAELE 11

1=3"5q. U—CHANMMNEL BOTTOM RAIL
4-3%" O.C. PICKET SPACING/ 3-3%" BETWEEN PICKETS

AVAILABLE IN
36" AND 42" ETAMDARD
HEIGHTS FOR | |
o 1l
OPTIONS T
] —
Z-K" WIDE HAMDRAIL TOFP CAP
1"sq. PICKET

Step 1: Check over attachment hardware to ensure
correct quantities.

Step 2: Lay out posts in desired
locations and cut sections (if
needed) using a hacksaw or
reciprocating saw.




Step 3: Measure and mark locations where brackets will be hung on either the
aluminum posts or on existing posts or walls.
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Step 4: Mark and Pre-Drill holes for
post attachment.

Step 5: Bolt down posts using the correct type of fastener (not provided) needed
for the surface you are mounting to.




Step 6: Slide brackets onto horizontal rails of the section and attach to posts using
the stainless steel self-tapping screws provided if hanging the section onto
aluminum posts. If attaching to existing wood posts or brick wall, use the correct

type of fastener (not provided) needed.




